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Launch Site A (rDI Site 3)
Launch Site B (TDI Site 2)
Launch Site C (TDI Site 4)

- Launch Site E (TDI Site 6)

Launch Site D (TDI Site 5) *
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56-20N 92-19§
56-24N 92-27E
56-30N.91-58E
56-21N 92-15E -
56-26N 92-14E

s Nl‘UTlCAI.““lLE‘
R I LAt .

Kraanyt;rslf

FIGURE 1. LOCAﬁN OF THE COMPLEX.
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ICBM COMPLEX GLADKAYA, USSR

NPIC /R -223/64

INTRODUCTION

The Gladkaya ICBM Complex is 16.8 nauti-

. cal miles (nm) south-southwest of Gladkaya and

21.0 nm west of Krasnoyarsk, near Kacha. .It is

- gituated in a forested area having a maximum -
elevation of - 2,313 feet. The range of elevation -
is ;1,000 to 1 300 feet, wnthin the proximity of-

“the launch areas.

‘¢ The complex support facxli.ny .and Launch

-~Area A the first evidence of a Type.lID site’was
observed under construction 0.8 nm s ‘uth'of
the original Type IIC sité. Subsequent missions
“over the complex revealed another Type IIDsite
and three Type lIIA sites in -
Within a radius of 25 nm of the Gl’zﬁdkayg
ICBM Complex, the following SA-2 SAM sites

.= "have been identified: -

25X1 D -

25X1J\

25X1A
- 25X1A

25X1ﬁ

ernmost rail spur. In 25)(1 D
numerous rail cars were discernible on )

.the rail spurs. Also visible were a batch|plant, - ‘2_5)(1 D

an -unidentified object, and fencing. around seg- cel
ments of the railhead and storage area. \’\"\ ) N ’

Areas A and B were first identified ln
They cannot be negated.
At that tirne, the launch areas were classxﬁed
as Type IIC. This concept was later abandoned
- and in at L.aunch

" 25X1D|”
25X1D):
25X1D

Krasnoiarsk SAM Site B02-2,

a ICB x SAM Site

Nazaro

. ' ‘COMPLEX SUPPORT FACILITY

“The complex ‘si.ippbrt facility (56-05N 92-"
13E) is near Kacha, 21,0nm west of Krasnoyarsk
(Figures 2 and 3). The facility is road served
-from Krasnoyarsk and rail served by a spur from
\the Trans-Siberian railroad. It consists of a
railhead and storage area and anadministration
and housing area. Electric power is supplied
by a powerline that borders the north side of

. the facility. The facility was first identified in
and cannot be negated.

.» The railhead and storage area, 4,300 by
1,700 feet, contains approximately 51 buildings,’

. 3 rail spurs, and one rail siding. Eight of the
buildings are barracks-’type andat least 11 build-
ings are warehouse-tyi&e. The rail spurs range
in length from 3,075 to 2,065 feet and range in
separation from 365 to 150 feet. The rail siding
is i,SOO feet long and 65 feet north of the south-

The administration and housing area is 800
feet west of the rallhead and storage area, This
area, 1,400 by 600 feet, contains 32 bunldings,
including 16 barracks-type buildings, 8 fa mlly-

" type dwellings, and 8 rhiséellaneous buildings. -

“25x1D) -

Four buildings of various sizes and! three
unidentified objects are adjacenttothe rail siding . i
on the north side ofthe Trans-Siberianrailroad.. ' |
In a tra?n with 25)({ D
numerous rail cars was visible on the Tirans- - ,
.. Siberian raxlroad,*near the western lend;of the

rail sxdmg. . ’
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‘RAIL.TO.ROAD TRANSFER POINT
~. . . - v . PR -
¢ . ‘The rail-to-road tramsfer point (56-08N
92-13E) is 1.8 nm north of the complex support on available photography.
“facility (Figure 4). Earthscarringwasobserved’ ~ The transfer point, 2,300 by 1,500 feet, .is
‘in . this \area' in but rail served by a branch spur from the same rail -

the. transfer point was not identified until -spur - gerving the complex support facility.
3 . R \ _ . ) .

It cannot be negated |

NPIC M-9012 (4/04)

FIGURE 2. COMPLEX SUPPORT FACILITY,

-2- .
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- 25X1D°

25X1D

. ' Within the transfer point are two rail_spurs,
* _approximately 25 buildings including 5 ware-
“‘house or barracks-type buildings, ﬁ:d a storage

TOP  SECRET RUFF -

%

tank along“the wéstern rail spur.

several rail cars were.
visible on. a ‘short rail spur which branches off -
ta the northeast of.the main rail spur near the

NPIC/R-223/6

“entrance to the transfer point. Ten smal
unidentified objects, possibly storage tanks, arg
. logated northwest of this’ short rail spur. Al
“ though these objects were - visible in
ey were not in
bossibly because of the snow
covered ground. ’

EET (APPRORIMATEY !

13 Buildings 140' x 45'
3 Buildings 110' x 30!
8 Buildings 50' x 20

» .

RAILHEAD AND STORAGE AREA -

1 Building 200' x 45'
1 Building 160' x 60"
11 Warehouses 160' x 45*
4 Buildings - 140" x 45'
4 Buildings 110' x 30'

e,

NPIC He9013 (4/84

FIGURE 3. LAYOUT OF COMPLEX SUPPORT FACILITY..

3.
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' NPIC/R-223/64

TRANSFER POINT -

'3 Buildings T4¢* X 45'
1 Building . 170' x 45"
1 Building _110'_x:m- .

NPIC HeB014 (4/64)

FIGURE 4. RAIL-TO-ROAD TRANSFER POINT.

LAUNCH AREA A

. yLaum:h Area A consists of a corhpleted overgrown with vegetation by_ -1 .25X1
., Type 1ID launch site dnd a site support facility . s T 25X1D
(Flgures S and 6). - It is sltuated in a clearing newearth 2 5X 1D
“in a wooded area '14.8 nm horth-northeast of scarring was visible 0.8 nm south-southwest of : '
-V the complex support_ facility. o " the T _ ]
j _' A Type IIC launch site, oriented on an 1 25X1D).
azimut:h of 60 ldegrees : a Type IID Vlaurgch site was 25X1D
i_identified in this area in ] -observed in: the midstage of construction, and :
It Vcannot be negated. After the ' by the site had 25X1D
been completed. . | .

: The orientation of the pads of this Type up - - . 25)(1 DI
ed in this area because the two missile- launch site is on an azimuth of 5 degrees ) 2 5Xi D

"_ready buildin, had been dismantled by- ‘—Anerector shelter was vis- |
},ﬂand the site had beenpartly ible on each pad in 25X1D

' .‘

: |
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NPIC He8018 (4764
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- LLAUNCH SITE
Pad orientation ) 5°]
Pad separation
Missileready building 170" x_
4 Canted buildings 90" x
1 Center building ‘ 110" x
1 Center building 90 x
.5 Construction buildings ilo' x

x
x

1 T-shaped buildin 35¢
: e 90

1 copstruction building 90" x

SITE SUPPORT FACILITY

ADMINISTRATION,AND
HOUSING SECTIONS

1 Building 140 x 60°
30 Buildings 140" x 45'
1 Building 100" x 65'
1'Building 110 x 30

%] POSSIBLE TECHNICAL SECTION
1 Building 165" x 100

UNIDENTIFIED AREA

1 Building 290" x 40*
3 Buildings 110' x 30"

WL

P Yo
NPIC He8010 t4/64)

FIGURE 6. LAYOUT OF LAUNCH AREA A.
-6 -
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25x1 D -Only one missile-ready buildingis pres-

35X1D
25X +D
25X1D

' launch pads of the T

erit and it is positioned 600 feet behind the right
-pad. It is earth mounded and canted outward
approximately 10 degrees. Betweenthe pads are

' four edrth-mounded canted buildings and five

‘other earth-mounded biildings. In addition,
seven construction support buildings or bar-
rqué-t)‘rpe buildings, including one T-shaped
building, are located west of the missile-ready
buildirig and two_unidentified smaller structures

" are adjacent to the road serving the mlsslle-

ready building.

Security fencing is not visible around the
launch site.. A power trace approaches the site
from the south and a branch extends northeast
frox‘n a possible substation to Launch Area B.

NPIC /R -223 /64

The site support facility consists of two

separate administration and housing sections and'|

a possible technical section. One administration
and housing section, ‘approximately 2,500 feet

-north of the launch site, contains 15 buildings,

including 7 barracks-type buildings. The pos-
sible technical section, approximately 700 feet
south of this administration and housing section,
contains a road-served building, 165 by 100 feet.
The other administration and housing section,

o approx'iinately 2,200 feet west of the launch site,

-launch site.

contains 47 buildings, 1nc1ud1ng 24 barracks—
type buildings. -

An unidentified area is 0.8 nm south of the
It contains eight buildings, including
three barracks-type buildings. A possible
waterline extends from this unidentified area to
the nearby Malyy Kemchung river.

LAUNCH 'AREA B

Launch Area B consists of a Type IIDlaunch
site, in the late stage of construction, and a
site support facility (Figure 7). It is located in
a wooded area 20.4 nm north-northeast of the
complex support facility.

. This launch site was first identified ir-

as a Type IIC launch site.

Its negation date could not be determined. In,

it was revealed that the:
Type IIC site had been deacnvated anda Type ILD

launch site, in midstage of construction, was .
being supenmposed over the original launch site:
Re-examinafion of the previous photographic

coverage of evealed
earth scarring for the buildings between the
IID launch site, which
was_not evident in

IID launch site had progressed to the late stage

|

of construction. Orientation ofsthe pads is on
an azimuth of 5 degrees

Only .one missile-ready building is present an
it is 600 feet behind the right pad. It is earth-
mounded and canted outward approximately 10
degrees. Betweenthe launch pads are four canted
and three other buildings which are also earth-
mounded. Earth scarring indicates that “both-
launch pads are still under construction. Secur-
ity fencing is not visible around the launch site.

“The site support facility is 0.7 nm west of
the launch site. It consists of anadministration
and housing section and a housing section. The

.

-7 -
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LAUNCH SITE '  SITE SUPPORT FACILITY
ADMINISTRATION AND HOUSING SECTION

" | Pad orientation 5° "
] Pad separation - . 98 . 10 Bugld!ngs 140 x 45
* Missileseady building 170" x 125' 18 Buildings 110* x 3¢*
‘l Center m;:g:ng M lég‘ x ;g HOUSING SECTION
Canted ngs x - .
. Lo . 1 Building 140 x 45'
1 Center building 90" x 30 R 3 Buildings 110' x 3

NPIC He0017 (4764)

FIGURE 7. LAUNCH AREA B.

-8 -
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administratidn and housing section contains 46 - four of which-are barracks-type buildings. A ™\
gs, 28 of which_are barracks- type build-"- /f)ower :trace approaches the site support facility

from the soud:west.

. The housmg section contains five bm.ldxngs,

- \

LAUNCH AREA c T

baanch—ﬂArea C consists ~of a Type IIIA ‘a site support. facxhty (Figure 8). Ic is‘rl'océ,:‘ed

la;mch site, inthe garly stage of construction, and in a wooded area 25.8 nm northwest of the com-

E)

LAUNCH SITE . SITE SUPPORT FACILITY
) ADMINISTRATION AND HOUSING SECTlON
Site orientation sl 1 T-shaped building 140 x 45

" Loop road’ 1090! x 480
+Excavation - 555' x 120" 4 Buildings
. | 2 Buildings

1 L-shaped building

NPIC H-0018 (4/64)

FIGURE 8. LAUNCH AREA C.

-9-

TOP SECRET RUFF




TOP SECRET RUFF

jong shaddws in

: . . The site support facility is approximately
The launch site is oriented lon an azimuth -ene nm south of the launch site. It consists of
. of 5 degrees No se- -an administration and housing section which
curity. fencing is visible around unch site. --contains - 14 buildings, including one L-shaped .
" There is .an apparent clearing for the loop road building, one I-shaped building, andﬁbarracks- 7
and an excavation. - Details withinthe excavaggm - type bmldmgs. :

LAUNCH AREA. D

' - Launch Area Dconsistsofa Type 1I1A launch a site- support £ac11ity (Figure 9). It isina
sitef’in an early -stage .of cohstruction, and  wooded area, 15.4 .nm' north of the complex

e i
POSSIBLE
BORROW
PIT

LAUNCH SITE : i SITE SUPPORT FACILITY
Site orientation 1000'50 250" 1 * ADMINISTRATION AND HOUSING SECTION
Loop road x . | ildi .
*Rectangular excavation 565" x 135' | B s - o x A
Distance between shafts 180 : 1 Building ~110* x 30
Shaft diameter Approximately 45' .

2

NPIC HeD0) 0 (4784)

FIGURE 9. LAUNCH AREA D.

-10 -
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25X1D.

Y

, .

1

.

rt facility. The launch area wgs first seen .

and can be

The launch site is oriented on an azimuth

of 5 degrees No

security fencing is apparent around the lauAﬁ‘ch“
gite. Within the launch site i

.an excavation, th'r? féqually

spaced- shafts in the excavation, and a-notch on

the south side of the excavation were obsg;ved'

-

' LAUNCH SITE

Site orientation 5° *
Loop toad - 1150 x 48!

FIGURE 10. LAUNCH AREA E.
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_unde? cox;stlr_uction.w The-three shafts have a
diameter of approximately 45 feet. The center-
shaft and the shaft left of the notch are cylindri-
cal, but the right shaft appears to be square.
“Long shadows obscure details within the ex-
. cavation and all measurements are approximate. '
The site support _facilit)} is 2,900 feet east
of..the launch site. _It_consists .of an adminis=
tration and housing séction containing 21 build-
ings, including..17 barracks-type buildings.

SITE SUPPORT: FACILITY
ADMINISTRATION AND HOUSING SECTION

15 Buildings. 140" x 45'
2 Buildings 90" x 30°

- 11 -
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LAUNCH
- Launch Area E consists of a Type lIIA
; launch site, in an early stage of construction,

-"and a site support facility (Figure 10). Itis
in a heavily-wooded area, 20.3 nm north of the

complex 'support facility. The launch area was _

first seen
can be negatéd in
~ The launch site is oriented on an azimuth
of S5 degrees,. No
-gecurity fencing is discernible around the launch
ite. The oval patternatthe launch site contains
() 1 excavations at the probable extremi~

and

TOP SECRET .RUFF

AREA E

ties of the planned excavation for the silos.
Darkness and shadows preclude further inter-

- pretation of the launch site.

The site support facility is 2,900 feet south-

west of the launch site. It contains an admin-

istration and housing section with 17 buildings,

15 of which are barracks-type buildings. -

An unidentified clearing is 1,000 feet south-
east of the launch site. Two roads extend from '
the launch site to this clearing. Its function
has not been determined since no activity is

. apparent within it.
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